Klondike Sled Build Regulations
The following regulations listed below on this flyer is intended to inform you on building/modifying your Klondike sled to meet our sled build requirements. We have created this criteria in order to keep the Klondike sled race fair, safe and enjoyable by all who attend the race. We are going to be inspecting sleds to ensure they meet the standards we are including on this flyer. Please make sure to read the criteria and perform any needed modifications to your sled(s) before coming to Klondike. Sleds that fail to meet the criteria will not be allowed to race at Klondike, but will still be scored for having a sled at Klondike.
· Every sled team may only have one member to push/steer the sled from the rear, one member riding in the sled and the rest to pull the sled during the race using a lanyard/ bridal to pull it forward
· Scouts cannot wrap the bridal around their waste during the race, for it is unsafe. There must be knots/ loops on the bridal to allow Scouts to pull from the front and be able to release in the event of a slip/fall on the course.
· A cross bar may not be used on the front of the sled to be pulled from, it must be a lanyard/ bridal attached to the front of the sled. 

Sled Build Criteria

· The Build of the sled must resemble a traditional dog sled. 
· The sled must not exceed 2 wheels in the Build. This is a sled, not a racecar.
· Skids/ ski’s are allowed to be mounted sled, but must be fixed to the frame and not have articulating features to allow the sled to steer, that is the job of the scout on the rear of the sled.
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