
Mountaineer Area Council  

Cheat District  

Pinewood Derby Rules  

 

1. ONLY the Official BSA Pinewood Derby Kit may be used to make your car. This includes 

the body, wheels and axles. No substitutions may be made.  

2. Cars from previous years will not be allowed. All cars must have been made for this year’s 

race.  

3. Wheel bearings, washers, bushings or springs are prohibited. 

 4. Wheels must be attached with the words BSA PINEWOOD DERBY facing out.  

5. Wheels may be smoothed lightly, but the original shape shall not be altered, such as 

‘wafering’ or ‘crowning’. (BSA Color wheel kits are allowed)  

6. Wheels must be positioned so that all wheels touch the track at all times.  

7. Use of glue or cement is permitted and suggested to secure the axel pins.  

8. Cars are not to have any moving parts.  

9. No loose or hazardous materials of any kind are permitted in or on the car.  

10. Do not tape or otherwise attach ANYTHING to the bottom of the car. Car must clear track 

runner (1/4” clearance required). This includes weights. Weight & Dimensions:  

11.Weight may not exceed 5.0 ounces or 141.745 grams, per official scales at race day.  

12.Weights must be permanently mounted. Weights must not extend below the bottom of the 

car (again for clearance on the track).  

13.The overall length may not exceed 7 inches.  

14.The overall width may not exceed 2 ¾ inches. 

 15.Changing the position of the axels is prohibited.  

16.Car width at the wheels may not be modified.  

17.Any details added to the car must fall under these limits. Lubrication:  

18.Powdered graphite is the ONLY acceptable lubricant and may only be applied prior to race 

check-in. Once the car is checked in, no lubricant may be applied and the car will only be 

handled by race officials.  

19.No grease, oil or silicon spray is allowed in the car. 

 


